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Old American Specification No. A. W. 20 

• Asphalt Felt and Asphalt, Gravel, Chat or Slag Finish • 



WOOD DECKS 

For inclines of 
Va" to 3" per foot 

20 YEAR BOND 


G P^AV L 

OIL 9L^i 

OLD A ME ft-1 CA 
NO 15 ASPHALT 

OLD AMEft. 

A S P H ALT 


Wo D OIL 
f HICAST 
GYPSUM 
tLOOF DECK- 


Approximate quantities of materials required 
tor the construction of each 100 square feet of 
completed roof surface: 

Old American No. 15 Asphalt Felt, 

Five (5) Thicknesses. 75 lbs. 

Old American Asphalt.135 lbs! 

Roofing Nails and Flat Tin Discs. 2 lbs 

Roofing Gravel. 400 lbs 


612 lbs. 




The felt shall be laid without wrinkles or buckles. Asphalt shall be heated from 400° F. to 425° F., not in excess 
la estimating, we suggest adding S% extra to provide lor end laps and turn up on walls where needed. 


ROOF DECK The roof deck shall be of seasoned lumber, smooth, 
dry and free from loose materials, and all large cracks or knot 
holes shall be filled or covered. The roof deck shall be properly 
graded to outlets. All drainage connections shall be set to permit 
free flow of water. Cant strips shall be provided in all angles 
formed by the roof deck and vertical surfaces. The foregoing re¬ 
quirements are obligations of the Owner or General Contractor. 

APPLICATION OF MATERIALS—First: Lay over the entire surface 
two (2) thicknesses of Old American No. 15 Asphalt Felt, lapping 
each sheet nineteen (19) inches over the preceding one and nail 
with seven-eighths (Ve) inch roofing nails driven through flat tin 
discs at intervals of six (6) inches along the laps and stagger nailed 
at eighteen (18) inch intervals, on parallel lines spaced ten (10) 
inches apart. All felts thus laid shall be cut off at the top of the 
cant strip. 

Alternate: One thickness of Old American No. 30 Asphalt Felt 
lapped two (2) inches, may be used in lieu of two (2) thick¬ 
nesses of No. 15 Asphalt Felt mentioned above, nailed in a 
like manner. 

Second: Over the entire surface imbed in Old American Asphalt 
three (3) thicknesses of Old American No. 15 Asphalt Felt, lapping 
each sheet twenty-four and two-thirds (24 2/3) inches over the pre¬ 
ceding one. Mop each thickness of felt with Old American Asphalt 
the full width of the sheet, rolling each sheet immediately behind 
the mop to insure a complete and uniform coating of hot asphalt, 
so that in no place shall felt touch felt. All ends of felts to be 
lapped six (6) inches. All felts thus laid shall be cut off at the 
top of the cant strip. 

Third: After all felts have been laid and all flashings and 
connections installed, pour from a dipper a uniform coating of 
Old American Asphalt, into which, while hot, imbed not less than 
400 lbs. of gravel or 300 lbs. of slag or chat per each 100 square 
feet of surface. The gravel, slag or chat shall be dry and 
free from dirt, and shall be from one-fourth ( l A) inch to five- — 
eighths ( 5 /s) inch in size. j 

For Specifications and Details of BASE AND COUNTERFLASH- ^ 
INGS See Page 39. 


INSULATION If roof is to be applied over insulating material, the 
insulation must be firm, capable of withstanding traffic without 
crushing, and of a type that will retain nails. 

No more insulation shall be laid at one time than can be promptly 
protected by roofing in event of sudden weather changes. 

Where insulating materials meet parapet walls, cant strips, curbs, 
or other openings, the edge of such insulating material shall be 
protected by mopping a felt (or saturated fabric) strip to the roof 
deck, under the insulating material, folding this strip back and 
mopping it to the top of the insulating material, for a distance of 
not less than four (4) inches from the edge. When more than one 
layer or thickness of insulating material is used, each layer shall 
break joints with the preceding layer. 

The roof shall not be mopped solid to the insulation but, on 
the contrary, strip mopped in accordance with application instruc¬ 
tions for use over concrete. 

The built-up roof to be applied over insulation shall be constructed 
in accordance with Old American Specification No. A. C. 20. 

LEADER HEADS, VENTS, ETC. - Leader Heads, Vents and other 
openings shall be furnished with metal flanges of sufficient width 
(5" to 6” recommended) to permit proper connection with the roof¬ 
ing. All scuppers, gutters, gravel guards, edging or finishing strips, 
leader heads and vent flanges, shall be set on top of all felts, 
same to be securely nailed and flashed with not less than two (2) 
thicknesses of felt, mopped in. 

NOTE: The American Asphalt Roof Corporation will give its 
Twenty (20) Year Surety Guaranty Bond covering the roof, provid¬ 
ing same is applied by a roofing contractor approved by The Ameri¬ 
can Asphalt Roof Corporation, in strict accordance with the above 
specifications and subject to their inspection and approval. 

- This guaranty is not given on jobs of less than 50 

squares , nor in such sections of the United States as are not 
regularly covered by the Manufacturers Inspection Service, 
except by special agreement. 































































































Old American Specification No. A. W. IS 

• Asphalt Felt and Asphalt, Gravel, Chat or Slag Finish • 


For inclines of 
Vs" to 3" per foot 


WOOD DECKS.15 YEAR BOND 

APPLICATION OF MATERIALS—First—Lay over the entire surface two (2) thicknesses of 
Old American No. 15 Asphalt Felt, lapping each sheet nineteen (19) inches over the pre¬ 
ceding one and nail with seven-eighths (Vs) inch roofing nails driven through flat tin discs 
at intervals of six (6) inches along the laps and stagger nailed at eighteen (18) inch intervals, 
on parallel lines spaced ten (10) inches apart. All felts thus laid shall be cut off at the 
top of the cant strip. 

Second—Over the entire surface imbed in Old American Asphalt, two (2) thicknesses of 
Old American No. 15 Asphalt Felt, lapping each sheet nineteen (19) inches over the pre¬ 
ceding one, mop each thickness of felt with Old American Asphalt the full width of the 
sheet, rolling each sheet immediately behind the mop to insure a complete and uniform 
coating of hot asphalt, so that in no place shall felt touch felt. All ends of felts to be lapped 
six (6) inches. All felts thus laid shall be cut off at the top of the cant strip. 


Gft-AV E L 
OO. 9 L AG 


OLO AMEJUCAM 
A9 P H ALT 


OLD- AMLdiaN^ 
NO 15 ASPHALT FELT 


Ntf/OOD OIL, 
P ILL C A9T 
GYPSUM 
IL OO F D L c 



Approximate quantities of materials required 
for the construction of each 100 square feet of 
completed roof surface: 


Third—After all felts have been laid and all flashings and connections installed, pour 
from a dipper a uniform coating of Old American Asphalt, into which, while hot, imbed 
not less than 400 lbs. of gravel or 300 lbs. of slag or chat per each 100 square feet of 
surface. The gravel, slag or chat shall be dry and free from dirt, and shall be from one- 
fourth {Vi) inch to five-eights ( 5 /s) inch in size. 


Old American No. 15 Asphalt Felt, 


Four (4) Thicknesses. 60 lbs. 

Old American Asphalt.110 lbs. 

Roofing Nails and Flat Tin Discs. 2 lbs. 

Roofing Gravel.400 lbs. 


572 lbs. 


Old American Specification No. A. W. 10 

• Asphalt Felt and Asphalt, Smooth Surface • 

WOOD DECKS.10 YEAR BOND 

APPLICATION OF MATERIALS—First—Lay over the entire surface one (1) thickness of Old 
American No. 30 Asphalt Felt, lapping each sheet two (2) inches, sealing the laps with 
asphalt, and nail with seven-eighths {V&) inch roofing nails driven through flat tin discs at 
intervals of six (6) inches along the laps, and stagger nailed at eighteen (18) inch intervals, 
on parallel lines spaced ten (10) inches apart. 

Second -Over the entire surface imbed in Old American Asphalt, two (2) thicknesses of 
Old American No. 15 Asphalt Felt, lapping each sheet nineteen (19) inches over the pre¬ 
ceding one, mop each thickness of felt with Old American Asphalt the full width of the 
sheet, rolling each sheet immediately behind the mop to insure complete and uniform coat¬ 
ing of hot asphalt, so that in no place shall felt touch felt. All ends of felts to be lapped 
six (6) inches. Such nailing as is necessary shall be along the back or upper edge of each 
sheet so that all nails will be covered by one (1) sheet of felt. All felt thus laid, shall be 
cut off at the top of the cant strip. 

Third—After all materials have been laid, and all flashings and connections installed, mop 
over the entire surface a uniform coating of Old American Asphalt using not less than 
twenty-five (25) pounds to each 100 square feet of surface. 


For inclines of 
V4 inch fo 6 inches per foot 


old American 
Asphalt \> 

OLD AMEILIC AN ^ 
NO IS ASPHALT FELT , 

OLD AMERICAN ' 
NO 30 ASPHALT FELT 


WOOD OIL.- 

P tL EC AST GTPSUM 
ILOOF DECK 



Approximate quantities of materials required 
for the construction of each 100 square feet of 
completed roof surface: 

Old American No. 30 Asphalt Felt, 


One (1) Thickness. 30 lbs. 

Old American No. 15 Asphalt Felt, 

Two (2) Thicknesses. 30 lbs. 

Roofing Nails and Flat Tin Discs. 2 lbs. 

Old American Asphalt. 75 lbs. 


137 lbs. 


Old American Cold Process Specification 

• Cap Sheet and Cold Bond Cement, Smooth Surface • 

WOOD DECKS No. CP-1 

COLD PROCESS ROOFS, THROUGH ESTABLISHED 
CUSTOM, ARE NOT BONDED 

APPLICATION OF MATERIALS—Lay over the entire surface two (2) thicknesses of Old 
American 55 # S&C Felt, lapping each sheet nineteen (19) inches over the preceding one, 
mopping the nineteen (19) inch width with Old American Improved Cold Bond Cement, 
applied at the rate of not less than one and one-half (lVfc) gallons per 100 square feet of 
area, so that in no place shall felt touch felt. All ends of felt to be lapped six (6) inches. 
All felts thus laid shall be cut off at the top of the cant strip. 

The felt shall be nailed with seven-eighths ( 7 /b) inch roofing nails driven through flat 
tin discs at intervals of six (6) inches along the end laps and stagger nailed at eighteen 
(18) inch intervals, on parallel lines spaced ten (10) inches apart. 

No surface mopping is required because the sand side of 55# S&C Felt is factory 
machine coated and sanded, which provides for several years of wearing surface. We 
recommend that Old American Roof Renur be used as a re-surfacing material only when 
needed after several years of wear. 


For inclines of 
Va" or more per foot 


Old American 
55-S&CFelt^| 

Old American ( 
Cold Bond Cement 


Wood DeckOrOld 
fcooF Covering^*' 
Over Wood Deck. 



Approximate quantities of materials required 
for the construction of each 100 square feet of 
completed roof surface: 


Old American No. 55 S&C Felt, 

2 thicknesses.110 lbs. 

Old American Improved Cold Bond 

Cement, IV 2 gallons minimum. 13 lbs. 

Roofing Nails and Flat Tin Discs. 1 lbs. 


124 lbs. 


AMERICAN ASPHALT ROOF CORPORATION 














































Old American Specification No. A.W.S.10-39 

• Asphalt Felt, Asphalt and • 

• Mineral Surfaced Selvedge Edge Roofing • 

WOOD DECKS.10 YEAR BOND 

r: CAT,ON ? F MATER,Als -*«t-W over the entire surface two (2) thicknesses of 
merican o. 15 Asphalt Felt, lapping each sheet nineteen (19) inches over the pre 
cedmg one, and nail with seven-eighths (%) inch roofing nails driven through flat tin dfscs 

™ ° I" <6) ““ tn? Ae lQPS Qnd Stagger nai * ed °* inch imervals 

of the can, strTp ? <10) ““ ^ A " ,eItS ‘ hus laid - cu, off a, the top 

fti'cknesse^of ^ , SUrface of felt thus >««. imbed in Old American Asphalt two (2) 
hicknesses of Old American nineteen (19) inch Mineral Surfaced Selvedge Edge Roofina 

T g “f ! nine, r U9) iDCheS ^ PreC6d ^ «■ Old Ameren Lptalt 

St aLha^so ft , T 7 b6hind ' he m ° P '° inSUre COmplete ° nd Uni,orm coating of 

ln * ! p 'u u “ n ° p 6 ShaI1 felt ,0uch felt - A1 ‘ ends 01 roofing to be lapped six (6) 
inches. Each sheet shall be nailed with one (1) inch roofing nails driven through flat tin 
iscs into the upper half of the sheet not less than three (3) inches or more than fifteen (15) 
mches from the upper edge of each sheet, spaced not more than eighteen (18) inches apart 
All roofing thus laid shall be cut off at the top of the cant strip. P 

Old American Specification No. A. C. 20 

• Asphalt Felt and Asphalt, Gravel, Chat or Slag Finish • 

FOR USE OVER POURED OR PRECAST CONCRETE, POURED 
GYPSUM, BOOK TILE OR APPROVED INSULATION 



For inclines 3 to 9 inches 
per foot 



OLD AMEJUCAN 

M IN l 0. AL SURFACED, 
SELVLDGL EDGE 

OLD AM LRJCAN' 
ASPH A LT 

old AMEB.ICAH 
No is Asphalt felt 

^ooo OIL P RECAST 
Gypsum a.oof 
O t c |C -- 


f« A ?u rOXima * te 5r Uanti ? e8 °* materials required 
completed^oof'sifdaco • each 100 «»“>" &•* of 

°Two"(2) i TWckn°e»s 5 e s ASPha " ^... 30 lbs 

°ld American 19" Mineral Surfaced 

Selvedge Edge Roofing.110 lbs. 

Roofing Nails and Flat Tin Discs. 2 lbs. 

Old American Asphalt. 50 lbs. 

792 lbs. 


CONCRETE 

DECKS 

For inclines of 
Va" to 3" per foot 

20 YEAR BOND 



G HAVEL 
OR SLAG 

OLD- Awtuu. 
No is Asphalt F. 

OLD. AMEB. 

Asphalt 
concr.lt il 

fc-oo* DECIC 


quantities of materials required 
completed^oo'fSurface: 9ac ^ 100 fee. of 

Old American No. 15 Asphalt Felt, 

Four (4) Thicknesses. gg 

Old American Asphalt. nn 

Roofing Gravel.!.'!!!!!! 

590 lbs. 


APPLICATION OF MATERIALS—First: Lay over the entire surface, 
four (4) thicknesses of Old American No. 15 Asphalt Felt, lapping 
each sheet twenty-seven and one-half (2714) inches over the pre¬ 
ceding one and mop solid to underlying sheet with Old American 
Asphalt so that in no place shall felt touch felt. The roof shall 
not be mopped solidly to the deck, but on the contrary, mop only 
half the portion of the concrete covered by each sheet. Roll each 
sheet immediately behind the mop to insure complete and uniform 
coating of hot asphalt. All ends of felt shall be lapped six (6) inches. 
All felts, thus laid shall be cut off at the top of the cant strip. 


Second: After all felts have been laid and all flashings and 
connections installed, pour from a dipper a uniform coating of 
Old American Asphalt. 

Info this coating, while hot, imbed not less than 400 lbs. of 
gravel, or 300 lbs. of slag or chat, per each 100 sq. ft. of surface. 

The gravel, chat or slag shall be dry and free from dirt and shall 
be from one-fourth (14) inch to five-eighths (%) inch in size. 
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Old American Specification No. A. C. IS 

• Asphalt Felt and Asphalt, Gravel, Chat or Slag Finish • 

CONCRETE DECKS.15 YEAR BOND 

For inclines of Vs" to 3" per foot 

APPLICATION OF MATERIALS—First—Lay over the entire surface, three (3) thicknesses of 
Old American No. 15 Asphalt Felt, lapping each sheet twenty-four and two-thirds (24%) 
inches over the preceding one and mop solid to underlying sheet with Old American Asphalt 
so that in no place shall felt touch felt. The roof shall not be mopped solidly to the deck, 
but on the contrary, mop only half the portion of the concrete covered by each sheet. Roll 
each sheet immediately behind the mop to insure complete and uniform coating of hot 
asphalt. All ends of felts shall be lapped six (6) inches. 

Continue application as for 20 year roof. Specification AC 20 

Old American Specification No. A. C. 10 

• Asphalt Felt and Asphalt, Smooth Surface • 

CONCRETE DECKS.10 YEAR BOND 

APPLICATION OF MATERIALS—First—Coat the entire surface with Old American Asphalt 
Primer, using approximately one (1) gallon to each 100 square feet of surface. Allow 
sufficient time for primer to dry before proceeding further with roof application. 

Second—Lay over the entire surface, three (3) thicknesses of Old American No. 15 Asphalt 
Felt, lapping each sheet twenty-four and two-thirds (24%) inches over the preceding one 
and mop solid to underlying sheet with Old American Asphalt so that in no place shall felt 
touch felt. The roof shall not be mopped solidly to the deck, but on the contrary, mop only 
half the portion of the concrete covered by each sheet. Roll each sheet immediately behind 
the mop to insure complete and uniform coating of hot asphalt. All ends of felts shall be 
lapped six (6) inches. All felts thus laid shall be cut off at the top of the cant strip. 

Third—After all materials have been laid, and all flashings and connections installed, mop 
over entire surface a uniform coating of Old American Asphalt, using not less than twenty- 
five (25) pounds to each 100 square feet of surface. 


Old American Specification No. T. C. 20 

• Tarred Felt and Pitch, Gravel, Chat or Slag Finish • 

CONCRETE DECKS.20 YEAR BOND 

First—Over the entire surface lay four (4) thicknesses of Old American No. 15 Tarred 
Felt, lapping each sheet twenty-four and one-half (24V2) inches over the preceding one, 
mopping with Old American Coal Tar Pitch the full width of each sheet, so that in no 
place shall felt touch felt. All ends of felts to be lapped six (6) inches. All felts thus 
laid shall be cut off at the top of the cant strip. 

When nailing is necessary nails should be driven into the upper half of each sheet 
of felt, not less than three (3) inches or more than fifteen (15) inches from the upper edge 
of each sheet. All nails shall be covered by not less than three (3) thicknesses of felt. 

Second—After all felts have been laid and all flashings and connections installed pour 
from a dipper a uniform coating of Old American Coal Tar Pitch, into which, while hot, 
imbed not less than 400 lbs. of gravel, or 300 lbs. of chat or slag, per each 100 square 
feet of surface. 

The gravel, chat or slag shall be dry and free from dirt and shall be from one- 
fourth (Va) to five-eighths ( 5 /s) inch in size. 

The roof shall not be mopped solid to the insulation but, on the contrary, strip mopped 
in accordance with application instructions for use over concrete. 


GR-AYEl OIL 
S L AG 

OL&AMtRJC 
NO 15 ASPHALT 



OLD- AMERICAN 
ASPHALT 

CONCRETE- 
P-Oop DLCJ6 


Approximate quantities required for 100 square 
feet: 

Old American No. 15 Asphalt Felt, 

Three (3) Thicknesses... 45 lbs. 

Old American Asphalt.120 lbs. 

Roofing Gravel.400 lbs. 


8a 

l 


565 lbs. 


For inclines of 
Va inch to 3 inches per foot 

(Do not use on true level decks) 


OLD AMERICAN 
A S P UALT 


OLD AMER.IC x 
NO 15 ASPHALT FEF 


OLD-AMER.ICA N— 
ASPH ALT PR.IMEIL 

CON CR-ETE-— 
R.OOF DECfc- 



Approximate quantities of materials required 
for the construction of each 100 square feet of 


completed roof surface: 

Old American Primer, One (1) Gallon. . . . 10 lbs. 
Old American No. 15 Asphalt Felt, 

Three (3) Thicknesses. 45 lbs. 

Old American Asphalt. 90 lbs. 


145 lbs. 


Inclines up to Vz inch per foot 


GUVtl 
OIL. <3 l A G 


OLD -AMERICA 
COAL TAR. PITCH 


OLD AM E JLICAtP 
NO-15 TABLED FELT 


CONCRETE. 
1LOOP DECK, 



Approximate quantities of materials required 
for the construction of each 100 square feet of 
completed roof surface: 

Old American No. 15 Tarred Felt, 


Four (4) Thicknesses. 60 lbs. 

Old American Coal Tar Pitch.170 lbs. 

Roofing Gravel.400 lbs. 


630 lbs. 



Old American Specification No. T. C. 15-% 

• Tarred Felt and Pitch, Gravel, Chat or Slag Finish • 

CONCRETE DECKS.15 YEAR BOND 

APPLICATION OF MATERIALS—Directions for the application of this roof are the same 
as for the 20 Year Roof above except that in the first operation "lay three (3) thicknesses 
of Old American No. 15 Tarred Felt, lapping each sheet twenty-two (22) inches over the 
preceding one." 


For inclines up to 
Vi inch per foot 

Approximate quantities of materials required 
for the construction of each 100 square feet of 
completed roof surface: 

Old American No. 15 Tarred Felt, 


Three (3) Thicknesses. 45 lbs. 

Old American Coal Tar Pitch.145 lbs. 

Roofing Gravel.-.400 lbs. 


590 lbs. J 
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Old American Specification No. T. W. 20 

• Tarred Felt and Pitch, Gravel, Chat or Slag Finish • 

WOOD DECKS.20 YEAR BOND 

APPLICATION OF MATERIALS—First Lay over the entire surface one (1) thickness of sheath- 
ing paper, weighing not less than five (5) pounds per one hundred (100) square feet, lapping 
each sheet one (1) inch. 

Second—Lay over the entire surface two (2) thicknesses of Old American No. 15 Tarred 
Felt lapping each sheet seventeen (17) inches over the preceding one and nail with seven- 
eighths (%) inch roofing nails driven through flat tin discs at intervals of six (6) inches along 
the laps and stagger nailed at eighteen (18) inch intervals, on parallel lines spaced ten (10) 
inches apart. All felts thus laid shall be cut off at the top of the cant strip. 

Third—Over the entire surface lay three (3) thicknesses of Old American No. 15 Tarred 
Felt, lapping each sheet twenty-two (22) inches over the preceding one, mopping with 
Old American Coal Tar Pitch, the full width of each sheet, so that in no place shall felt 
touch felt. All ends of felts to be lapped six (6) inches. All felts thus laid shall be cut 
off at the top of the cant strip. 

Fourth After all felts have been laid and all flashings and connections installed, pour 
from a dipper a uniform coating of Old American Coal Tar Pitch, into which, while hot, 
imbed not less than 400 lbs. of gravel or 300 lbs. of chat or slag per each 100 square 
feet of surface. The gravel, chat or slag shall be dry and free from dirt, and shall be from 
one-fourth ( Vi) inch to five-eighths ( 5 /s) inch in size. 


For inclines up to 
Vi inch per foot 


OR-A VE L 
OR- 5 L A a 

OLD AMLR.IC 
NO- 15 TA RR. E.0 F 

OLD AMER.ICA 
COAL TAR- PJTC 
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Approximate quantities of materials required 
for the construction of each 100 square feet of 


completed roof surface: 

Old American Sheathing Paper, 

One (1) Thickness.. 5 lbs. 

Old American No. 15 Tarred Felt, 

Five (5) Thicknesses. 75 lbs 

Roofing Nails and Flat Tin Discs. 2 lbs. 

Old American Coal Tar Pitch.145 lbs. 

Roofing Gravel.400 lbs. 


627 lbs. 


Old American Specification No. T. W. IS 

• Tarred Felt and Pitch, Gravel or Slag Finish • 

WOOD DECKS.15 YEAR BOND 

APPLICATION OF MATERALS—Directions for the application of this roof are the same as 
for the 20 Year Roof above except that, ih the third operation, "lay two (2) thicknesses of 
Old American No. 15 Tarred Felt, lapping each sheet seventeen (17) inches over the pre- 
ceding one." 


For inclines up to 
V 2 inch per foot 


Approximate quantities of materials required 
for the construction of each 100 square feet of 
completed roof surface: 

Old American Sheathing Paper, 

One (1) Thickness. 5 lbs. 

Old American No. 15 Tarred Felt, 

Four (4) Thicknesses. 60 lbs. 

Roofing Nails and Flat Tin Discs. 2 lbs. 

Old American Coal Tar Pitch.120 lbs. 

Roofing Gravel.400 lbs. 


587 lbs. 


FLASHINGS.10 YEAR BOND 

Old American Specification No. F. 10 



APPLICATION OF MATERIAL—First —Over the roofing material 
covering the cant and extending up the wall and into the, full 
depth of the flashing groove, spread a uniform coating of Old 
American Plastic Cement, into which while tacky, imbed and 
press in one (1) thickness of Old American No. 15 Asphalt Felt 
Flashing Strip, cut to proper width, extending from the top of 
the raggle groove to not less than two (2) inches on the roof. 


Second —On top of this Flashing Strip spread another coating of 
Old American Plastic Cement into which imbed and press in 
another Flashing Strip of Old American No. 15 Asphalt Felt, 
repeating this operation until three (3) thicknesses of Old 
American No. 15 Asphalt Felt Flashing Strips have been installed. 

Third —Over the top of the third or final Flashing Strip installed, 
spread a uniform coating of Old American Plastic Cement. 

NOTE— Felt Flashing Strips shall not exceed ten (10) feet in length 
and shall be set in separately (not folded) in a manner so that 
joints will be broken with underlying Flashing Strips. All ends 
shall be lapped not less than two (2) inches. 

The second (2nd) course of Flashing Strip shall be nailed in 
the middle of the cant and halfway between the top of the cant 
and the raggle, every ten (10) inches with one and one-half (1V 2 ) 
inch roofing nails driven through flat tin discs. 

When wall construction is all brick, the Flashing Strips shall 
also be nailed at the top with one and one-half (iy 2 ) inch 
roofing nails driven through flat tin discs and the top edge of 
flashing strips covered with a four (4) inch strip of Asphalt 
Saturated Fabric or felt, set in and covered with Plastic Cement. 

ARCHITECTS’ NOTE 1 — The use oi metal counter flashings with 
this type oi installation is optional, but it desired shall be covered 
in specifications. 

NOTE 2 No projections such as vent pipes, braces, conductor 
lines, etc., shall be placed not less than ten (10) inches from the 
bottom of the cant. 
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FLASHINGS.20 YEAR BOND 

Old American Specification No. F. 20 


ASH IOK. bLOCK. 

AHLA FLASHING IS IN PLACE. 
ENTIRELY FILL G AOOVL WITH 
y OLD AMH.AICAN PLASTIC CEMENT 

OLD AMERICAN PLASTIC CEMENT 

OLD AMERICAN 90 Lb. MINE (LA L 
7 SU AfACLD R-OOFING 

FOUR. THICK.NLSS OLD AMER.ICAN 
/NO. 15 ASPHALT FELT 




THE OLD AMERICAN 


FLASHINGS.15 YEAR BOND 

Old American Specification No. F. 15 

The 15 year specification No. F-15 is the same as above except that only 3 thicknesses 
of felt are used in SECOND operation. 

Specifications on this and previous pages are abbreviated from an Architects and 
Engineers Reference Manual containing a complete set of specifications for all types of 
Old American Built-Up roofs. Write nearest office for your copy. 

AMERICAN ASPHALT ROOF CORPORATION 
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8a 

l 


APPLICATION OF MATERIAL—First — Over the roofing material 
covering the cant and extending up the wall and into the full 
depth of the flashing groove, spread a uniform coating of Old 
American Plastic Cement, into which while tacky, imbed and press 
in one (1) thickness of Old American No. 15 Asphalt Felt Flashing 
Strip, cut to proper width, extending from the top of the raggle 
groove to not less than two (2) inches on the roof. 

Second On top of this Flashing Strip spread another coating of 
Old American Plastic Cement into which imbed and press in 
another Flashing Strip of Old American No 15 Asphalt Felt, repeat¬ 
ing this operation until four (4) thicknesses of Old American No. 15 
Asphalt Felt Flashing Strips have been installed. 

Third—Over the entire surface of Flashing Strips thus laid spread 
a uniform coating of Old American Plastic Cement (with a liberal 
amount of Plastic Cement along the opening of the flashing 
groove), into which imbed and press in one (1) thickness of Old 
American 90-lb. Mineral Surfaced Roofing cut into proper widths, 
to extend from the top of the flashing groove to not less than two 
(2) inches on the roof. The strips of Mineral Surfaced Roofing 
shall be cut across the width of the roll so that each strip shall 
have a two (2) inch selvedge, which forms the lap; all laps shall 
be properly cemented with Plastic Cement. The flashing groove 
shall then be filled or pointed up with Plastic Cement slightly 
thickened with Portland Cement. 

Fourth—Metal Cap Flashing of 14-oz. cold rolled copper shall be 
installed when walls are of all brick construction and shall extend 
into the raggle not less than two (2) inches and shall have an 
exposed apron, not less than four (4) inches, extending down 
over the membrane flashing. After metal cap flashing has been 
installed and securely anchored in place, fill or point up the raggle 
groove with Plastic Cement or cement mortar. 

NOTE—When Flash-Lok Blocks or Flashing Form (concrete walls) 
are used in wall construction metal cap flashing is not required. 

Felt Flashing Strips shall not exceed ten (10) feet in length 
and shall be set separately (not folded) in a manner so that joints 
will be broken with underlying Flashing Strip. All ends shall be 
lapped not less than two (2) inches. 

The fourth (4th) course of Flashing Strips shall be nailed in 
the middle of the cant and half way between the top of the cant 
and the raggle every ten (10) inches with one and one-half (1V6) 
inch roofing nails driven through flat tin discs. 

When wall construction is all brick Flashing Strips shall also 
be nailed at the top edge, before installing Metal Cap Flashing. 

ARCHITECTS' NOTE 1 —No projection such as vent pipes, braces, 
conductor lines, etc , shall be constructed through the flashing 
cant. Such projection shall be placed not less than ten (10) inches 
from the bottom of the cant. 
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Guar. 
Bond 
Term 
of Years 

20 

20 
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20 

10/15 
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10 

10 
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20 

20 

20 

20 

10/15 

10/15 
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°VE R WOOD OR PRECAST GYPSUM ROOF DECKS 

Maximum w 


Slope 
Inches 
Per Ft. 

3 

6 

9 

2 

3 

2 

9 

9 

9 

6 

9 


Cementing Material 
Asphalt 
Asphalt 
Asphalt 
Coal Tar Pitch 
Asphalt 
Coal Tar Pitch 
Asphalt 
Asphalt 
Asphalt 
Asphalt 
Asphalt 


Finished Surfaces 
Gravel 
Gravel 

Mineral Surfaced Roofing 
Gravel 
Gravel 
Gravel 

Mineral Surfaced Roofing 
Mineral Surfaced Roofing 
Asbestalc Surfaced Roofing 
Asphalt 

Mineral Surfaced Roofing 

OVER NON-COMBUSTIBLE ROOF DECKS 

(Poured Concrete or Gypsum, Metal or Approved Insulation) 


2 

3 

6 

2 

9 

9 

9 

3 


Asphalt 
Asphalt 
Asphalt 
Coal Tar Pitch 
Asphalt 
Asphalt 
Coal Tar Pitch 
Asphalt 
Asphalt 
Asphalt 
Asphalt 
Asphalt 


Gravel 

Gravel 

Mineral Surfaced Roofing 
Gravel 
Gravel 
Gravel 
Gravel 

Mineral Surfaced Roofing 
Mineral Surfaced Roofing 
Asbestalc Surfaced Roofing 
Asphalt 
Asphalt 


Specification 

Number 

*A.W. 20 
A.W. 20-36 
A.W.S. 20-39 
*T.W. 20 
*A.W. 15 
‘T.W. 15 
A.W.S. 15-39 
‘A.W.S. 10-39 
A.W.C. 10-19 
*A.W. 10 
A.W.M. 10-9 


"A.C. 20 
A.C. 20-26 
A.C.S. 20-39 
*T.C. 20 
"A.C. 15 
A.C. 15-26 
*T.C. 15 
A.C.S. 15-39 
A.C.S. 10-39 
A.C.C. 10-19 
"A.C. 10 
O.R.C. 10-3 


Slope 

Inches per Ft. 
Va" to 8" 
Va" to 8" 
Va" to 8" 


COLD PROCESS ROOFS 


Cementing Material 
Improved Cold Bond Cement 
Improved Cold Bond Cement 
Improved Cold Bond Cement 


Material 

Thicknesses 

2 

3 

3 


Finished 

Surfaces 


Factory Machine Coated 
Factory Machine Coated 
Mineral Surfaced Roofing 


Spec. 

No. 

"CP-1 

CP-2 

CP-3 
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Dallas 6, Texas n;j .1503 Bass 
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Denver 6, CoioradoZZZZ .Walter Lindsov . Z est Hi< ? h Street 
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East St Louis, Illinois.J. p. Clemmons 
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American Asphalt Roof Corp. 

Fort Worth. Texas .. j v Moorp * St - Clair Avenue 

Houston, Texas . ..ZZZ.Z.Z. Harry^obsiger . 

Kansas City 3, Missouri . George Fickel 


.3505 Lennox Drive 
.1352 Wakefield Drive 
American Asphalt Roof Corp. 

Kirkwood 22, Missouri . R. A. Ambs ... XlOO North Drive' 1 ® 6 ' 

Louisville 11, Kentucky . A E Ccroehart Woods 
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Murfreesboro, Tennessee. A. C Mifflin Ir . Terrace 

Muskogee, Oklahoma. B. R. Eldridae .ono^o Ut ^ Boulevard 

Oklahoma City 7, Oklahoma.C. R. Martin S°,Y, rt iL tr ® et 

Omaha, Nebraska. Art M Doinforra 2811 N.W. 23rd 
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St. Joseph, Mo. F "t nimiimnt 1807 South Olive 

St. Louis 5, Missouri... . h E Epstein .222n*fe r - th 9 o h St - 

St. Louis, Mo . Otis B Roaers . 9239 2. llve Street Road 

San Antonio 1, Texas. j r Villanueva . Ave - 

Ruston, La. j‘ r‘ chanmon West Gramercy Place 

% OUth r°,H X M ity ' N ^ br . bSlZZ: . 105 E a 32n n d S St 

Springfield, Missouri.GentS North i 32 n r„. ' 

Topeka, Kansas . John B. Wenda . JJJ 7 Bast Walnut St. 

Webster Groves, Missouri. A W Gausmann cn2 £ pt * 299 

Wichita 9. Kansas . K“:=Z=ZZ=Z=2?!oS,fe 

AMERICAN ASPHALT ROOF CORPORATION 
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